Home Maintenance

Home maintenance schedule

Maintenance
Responsibility!
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Maintenance ltem

Attic

Burrowing Animals

Cabinets

Caulking - Exterior

Caulking - Interior

Chimney Flues

Concrete Cracks

Crawl Space

Crawl Space

Decks

Decks - Built Up

Drainage, Swales, Catch Basins
Drywall Cracks & Nail Pops
Electrical Cords & Appliances
Exterior Wood or Fiberglass Doors
Faucets

Fences

Fire Sprinklers

Flooring, Carpet, Vinyl, Tile & Hardwood Floors

Garage Door

Garbage Disposal

GFCl Electrical

Gutters, Downspouts, Valleys & Flashings
HVAC - Filters

HVAC or Heat Pump

Irrigation

Irrigation

Paint, Interior & Exterior

Plumbing Drains

Roofs

Safety Equipment & Fire Extinguishers
Security Systems

Siding

Smoke Alarms

Soil Settlement

Stucco

Stucco Weep Screeds

Tile Grout

Vents/Foundation & Attic

Water Heaters

Weather stripping, Doors and Windows
Window Screens

Windows/Sliding Doors

Frequency?

2 times/year (Spring & Fall)

1 time/quarter

2 times/year (Spring & Fall)

1 time/year (Fall)

1 time/quarter

1 time/year

2 times/year (Spring & Fall)

2 times/year (mid-Summer & mid-Winter)
1 time/2 years

1 time/year

1 time/quarter

Monthly & more often with storms

1 time/year

Monthly

1 time/quarter

2 times/ year or more frequently if needed
1 time/year

Monthly

Weekly

1 time/quarter & 1 time/year

Monthly

Monthly

1 time/year - late Fall

1 time/30-60 days, Minimum 2 times/yr

2 times/year (Spring & Fall)

"At least quarterly - adjust for seasonal and climate changes"

Weekly

1 time/year
Quarterly

1 time/year
Monthly
Monthly

1 time/year

"2 times/year at Daylight Savings Time changes"

2 times/year (Spring & Fall)

1 time/year

1 time /year

2 times/year (Spring & Fall)
Quarterly

Per Manufacturer's Instructions
2 times/year

Quarterly

Monthly

Maintenance Needed

Check for staining, pests, other evidence of intrusion and address/repair as necessary.

Eradicate and prevent burrowing animals, especially on slopes.

Polish wood surfaces, tighten hardware, and lubricate rollers, replace door/drawer pads.

Seal all exterior trim, expansion, door, window frames and transition of materials.

Seal all tub, shower, sink and floor and wall transitions.

Inspect and clean for creosote and serviceability.

Fill and seal to prevent water intrusion. Replace if a hazard exists.

Inspect for moisture and abate as necessary.

Have a pest control agency inspect and abate as necessary.

Check for surface wear and damages and service surface wear.

Clean off all debris and inspect patio furniture for protective feet. Check for leaks. Check and clean scuppers and overflows.
Inspect and clean to prevent debris blockage, trim turf, groundcover and remove debris.

Reset nails, and caulk cracks, touch up as necessary.

Ensure there are no worn or damaged wires or faulty appliances, replace as needed.

Inspect and refinish as necessary to seal panels and edges.

Remove and clean aerators and screens. Hand tighten only.

Check for loose or missing boards.

Inspect heads and flow test system. Notify Fire Dept. and alarm company.

Clean regularly and maintain finishes.

Tighten hardware and adjust door annually and lubricate chain and rollers quarterly.

Fill with ice and run to sharpen blades. Add a portion of a lemon to remove odor.

Test Ground Fault Circuit Interrupter outlets.

Remove debris and clean to prevent leaks, overflows, and blockages.

Clean or replace air filters on all HVAC equipment every 30-60 days.

Have a technician service all equipment.

Adjust watering length of times and frequency for all sprinklers.

Inspect for broken pipes or missing sprinkler heads or leaks. Check and adjust for overspray onto house.
Inspect for blisters or cracks, wear and tear/worn surfaces, or irrigation overspray on exterior surfaces, and paint as necessary.

Remove and clean sink stoppers and clear any obstructions, hair, grease, debris in sink, shower and tub traps.

Have a licensed contractor inspect and repair broken or loose tile, visually inspect from ladders, and look for missing or misplaced tile.

Ensure extinguisher(s) are fully charged and safety supplies are on hand. Rotate perishable goods.

Check alarm bells and contacts on doors and windows.

Check for worn painted surfaces, caulking, warping, dry rot and repair, replace, recaulk.

Replace batteries and dust surfaces of all detectors with a clean, chemically free dry cloth. Do not use cleaning or dusting solutions.
Fill in any low drainage spots to prevent ponding and maintain positive surface drainage away from house and top of slopes.
Repair cracks, inspect surfaces for wear, adjust sprinklers to avoid overspray weekly.

Clean and remove any soil or debris build up adjacent home.

Repair cracks in grout at wall and horizontal surfaces, caulk wall to tub/counter top deck.

Remove or trim obstructions, debris or shrubs/trees that may obstruct or block air flow, open or close vents for seasonal conditions.
Check pressure relief valve

Adjust to tightly seal perimeter doors and check fins/mole hair on windows.

Clean and inspect for wear or damage. Replace as necessary.

Lubricate tracks, inspect and replace worn rollers and clean vinyl tracks. Avoid water standing in tracks.

Clean weep holes on exterior frame. Caulk frames and siding/stucco.



